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B LC MM Connectors B LC SM Connectors

connectors offer superior performance with very high repeatability.
These products are fully intermatable with standard NTT products and deliver
long term stability under a wide range of applications and conditions. Our
product utilizes preradiused Zirconia ferrules to ensure low loss.

—— \_W T
—& —— ... VY
Parameters Muitimode Singlemode
¢ 3 ¥ Insertion L s Typical A i
Patented Universal SC Duplex Clip Option Local Area Networks s K nsertion Loss 0.2 dB 0.15 dB Typical
Telcordia GR-326 Compliant Fast Ethernet % == : 0.3 GBW 0.25 dB Maximum ;
Both Metal and Polymer Body ATM Networks g ack Reflection - 25 dB Typical - 35 dB PC Palish
Adapters for All Standard and Hybrid Optical Transport = R - 45 dB Super PC
Requirements Optical Access Networks - 55 dB Ulra PC
s Conne ction Durability 500 Matings 500 Matings
Connector Repeatability | A< 0.2dB AlL<0.1dB
~—— Operating Environment | _40°C 10 +85C -40°C to + 85C ‘
\’ _Temperature Cycling AL <0.2dB/ARL<5dB | AlL<0.2 dB/ARL<5dB
_Vibration Al <0.1dB/ARL<50B | AlL<0.1dB/ARL<5dB_
-~ q CatloReention [ » 15 . 151



B VPO MM Connectors

connectors offer superior performance with very high repeatability.
These products are fully intermatable with standard NTT products and deliver
long term stability under a wide range of applications and conditions. Our
product utilizes preradiused Zirconia ferrules to ensure low loss.

b ~\.

Parameters Phosphor/Bronze Zirconia
Operating Temperature | - 40°C to + 85°C -40°C 10 + 85°C
Connection Du;at;iluly [775007 Matings . 300 Matings -
Repeatability | All< 0.1 dB All< 0.1 dB
Insertion Loss \ < 0.3 dB - | < 0.2 dB

The duplication of information like data,text or pictures is stricitly forbidden without prior agreement

B MU Connectors

| - !
! et Em————
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Patented Universal SC Duplex Clip Option

Telcordia GR-326 Compliant

Both Metal and Polymer Body
Adapters for All Standard and Hybrid
Requirements

\y \M‘

\
%

Local Area Networks
Fast Ethernet

ATM Networks

Optical Transport
Optical Access Networks



B SC SM/Duplex Connectors

Fiber Connector Series

Applications

Patented Universal SC Duplex Clip Option

Telcordia GR-326 Compliant

Both Metal and Polymer Body
Adapters for All Standard and Hybrid
Requirements

Local Area Neworks
Fast Ethernet

ATM Networks

Optical Transport
Optical Access Networks

The duplication of information like data,text or pictures is stricitly forbidden without prior agreement

B SC SM/Simplex Connectors

Operating Temperature

hor/Bronze

-40°C to + 85°C

Zirconia
-40°C to + 85°C

500 Matings “

Connection Durability 500 Matings
Repeatability All< 0.1 dB All< 0.1 dB
Insertion Loss <0.3dB <0.2 dB
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B SC MM/Duplex Connectors B SC MM/Simplex Connectors
oy ! VA ' \ ( \ [
- \
. — >
- s i Rl 7577,
3 o -.7 N P

l | . | D
[ —
!
i
— Parameters Phosphor/Bronze Zirconia
i = Operating Temperature | -40°Cto +85°C | -40°Cto +85°C
- { A2y IJUW Connection Durability 500 Matings 500 Matings
- i o ] 3 | }
o - \ -, / Repeatability |  Al<o01dB | Al<0.1dB
B, — ’ Insertion Loss <03 dB | <02 dB
vy )
= ikl el
/
= Patented Universal SC Duplex Clip Option Local Area Networks
Telcordia GR-326 Compliant Fast Ethernet
Both Metal and Polymer Body ATM Networks
Adapters for All Standard and Hybrid i ]
P. y Optical Transport —) 1
Requirements Optical Access Networks =Nk

The duplication of information like data,text or pictures is stricltly forbidden without prior agreement



B FC Connectors B ST Connectors

4 =]
—
[ 23
connectors offer superior performance with very high repeatability.
These products are fully intermatable with standard NTT products and deliver . , y
—
long term stability under a wide range of applications and conditions. Our SSHieciors offer, superior. performance. with. very high N

repeatability. These products are fully intermatable with standard
NTT products and deliver long term stability under a wide range of
applications and conditions. Our product utilizes preradiused Zirco-
nia ferrules to ensure low loss.

product utilizes preradiused Zirconia ferrules to ensure low loss.

Parameters Phosphor/Bronze Zirconia

. Operating Temperature [ -40°C to + 85°C -40°C to + 85°C
Connection Durability | 500 Matings 500 Matings
All< 0.1 dB All< 0.1 dB

<03 dB <02 dB \/

Repeatability

Insertion Loss

~ Applications L
= —_—

Patented Universal SC Duplex Clip Option
Telcordia GR-326 Compliant
Both Metal and Polymer Body
Adapters for All Standard and Hybrid
Requirements

| Fast Ethernet
ATM Networks
Optical Transport
[ Optical Access Networks

‘ | Local Area Networks
\
|

iden without prior agreement




B Quad LC Adapter B Duplex LC MM Adapter

provides a fiber coupling adapter

family to support interconnection. Optichina
Quad LC adapters offer great performance

with very high repeatabillity and low insertion loss. Quad
adapters are available in snap and flange mount options

adapters are available in a wide range of
hybrid adapter styles to fit almost any appli-

cation or panel.
and support singlemode and muitimode applications,

including OM3 fibre specifications, making them suitable
for 10G applications. Optichina also manufacture an LC
adapter family to support LC interconnection.

APPLICATIONS:

B Fiber optic transmission system

W CATV networks

W LAN

B Testing/Measurement Instruments

W Fiber distribution frame, Mounts in Fiber
Optic Wall Mount and Rack Mount Cabinets

l‘,‘
]

-
FEAUTRES: 5 5
-~ -
B Excellent changeability and directivity o —
B 100% Optic test (Insertion Loss)
W Ceramic and phosphor bronze sleeve tube optional FEAUTRES:
W Accurate mounting dimensions All ceramic ferrules for maximum optical and mechanical performance .j b
B |ITU standard All patch cords are 100% optically inspected and tested + Individually
labeled with unique ID for traceability . - = &
A variety of fiber and cable types available « A variety of boot styles and u
colors available ' “
Customised print legends and jacket colors available « EIA/TIA Compli- i N 3
ant - —_
TECHNICAL SPECIFICATIONS : TECHNICAL SPECIFICATIONS :
Polish Type Unit PC | APC Polish Type Unit | PC APC
Insertion Loss dB <0.20 ‘ <0.20 Insertion Loss dB | <0.20 <0.20
Return Loss dB =50 ‘ -65 Return Loss dB | =50 =65
Mating Durability (500Cycles) dB <0.20 ‘ <0.20 Mating Durability (500Cycles) dB | <0.20 <0.20
Temperature Stability dB =0.30 ‘ =0.30 Temperature Stability dB | =0.30 =0.30
Operating Temperature -20°C } 70C Operating Temperature | -20C 70C
Storage Temperature -40°C | s8oC Storage Temperature | -40C 80°C

forbidden without prior agreement







